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Quality 
ISO 9001

MATERIAL SPECIFICATIONS & PARTS LIST

NO. DESCRIPTION MATERIAL

1 Body CF8M

2 Ball CF8M

3 Stem SS316

4 End Cap CF8M

5 Seat RTFE

6 Thrust Washer RTFE

7 Stem Packing RTFE

8 Gland Bush SS304

9 Handle SS304

10 Handle Sleeve VINYL GRIP

11 Stem Nut SS304

12 Handle Nut SS304

13 Locking Pad SS304

14 Belleville Washer SS304-CSP

15 Tab Washer SS304

16 O-Ring VITON

17 Packing Follower PTFE+25%G.F.

18 Body Bolt SS304

19 Bolt Washer SS304

20 Bolt Nut SS304

V3MH SERIES
3 PIECE FULL BORE BSP LEVER OPERATED
316 STAINLESS STEEL BALL VALVE
DIRECT MOUNTING PAD

TECHNICAL DATA

Size Range: DN8 - DN100 (¼” - 4”) 

Pressure Rating at 20°C: 1000PSI W.O.G

Pressure Test: API598

Features: SS316 body, cap & ball.
Full bore.
Threaded BSP.
Quality Investment casting body 
& cap.
Internal entry blow-out proof stem.
Lever handle with locking device.
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Designs, materials and specifications shown are subject to change 
without notice due to our continuing program of product development.
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DIMENSIONS (MM) PRESSURE RATINGS 

TEMPERATURE

RATING 1 ¼”- 4”

P
R

E
S

S
U

R
E

  (
P

S
I)

P
R

E
S

S
U

R
E

  (
B

A
R

)

0

90

50

40

30

20

10

60

70

80

0

1400

600

400

200

800

1000

1200

100 150 250°C200500

200 300 500°F4001000

 

       ¼
” - 1”

                 1 ¼
” - 1 ½

”

        2” -  4”

DIMENSIONAL DRAWINGS

SOCKET WELD END (OPTIONAL)

BUTT WELD END (OPTIONAL)

V3MH SERIES
3 PIECE FULL BORE BSP LEVER OPERATED
316 STAINLESS STEEL BALL VALVE
DIRECT MOUNTING PAD

NPS FxF h1 h2 h3 l1 ØM1

8 ¼” 63.5 8.5 112 F03/04 36/42 0.6 14 11 14 10

10 63.5 8.5 112 F03/04 36/42 0.6 17 13 18 10

15 ½” 63.5 8.5 112 F03/04 36/42 0.6 21 16 22 10

20 ¾” 72.5 8.5 112 F03/04 36/42 0.7 27 21 27 13

25 1” 81 11.4 136 F04/05 42/50 1.0 33 27 34 13

32 1  ¼” 94.5 11.4 185 F04/05 42/50 1.6 42 35 43 13

40 1  ½” 108 14 198 F05/07 50/70 2.5 48 41 49 13

50 2” 121.5 13.7 198 F05/07 50/70 3.4 60 53 61 16

65 2  ½” 157.5 18 264 F07/10 70/102 6.4 73 63 77 16

80 3” 190 18 264 F07/10 70/102 11.2 89 78 90 16

4” 225 23 325 F10/12 22

V3MH DN8 - DN100 SOCKET&BUTT WELD

FLANGE 
NO.

ISO 5211 TOP FLANGE

M3DN

100

Torque
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